


















 

 

 
 
 

ADDITIONAL SPECIAL PROVISIONS 
 

SCDOT PERMIT #20800 
Georgetown County – Hagley West Drainage Improvements Phase 2 

December 13, 2017 
 

1) THIS PERMIT IS FOR THE INSTALLATION OF VARIOUS DRAINAGE IMPROVEMENTS 
FOR PHASE 2 ASSOCIATED WITH THE APPROVED PLANS.  DRAINAGE 
IMPROVEMENTS ARE TO BE INSTALLED WITHIN THE RIGHT OF WAYS OF HAGLEY 
DRIVE (S-805) AND KINGS RIVER ROAD (S-911).   
 

2) THE APPLICANT SHALL HAVE A PRE-CONSTRUCTION MEETING WITH SCDOT 
PRIOR TO THE BEGINNING OF ANY WORK WITHIN THE SCDOT RIGHT OF WAY. 
 

3) ENCLOSED IS A COPY OF YOUR SOUTH CAROLINA DEPARTMENT OF 
TRANSPORTATION (SCDOT) ENCROACHMENT PERMIT PACKAGE, WHICH WILL 
ENABLE YOU TO PERFORM WORK IN PUBLIC RIGHT-OF-WAY AS YOU HAVE 
REQUESTED. AS THE PERMITTEE AND/OR CONTRACTOR WORKING FOR THE 
PERMITTEE, IT IS ESSENTIAL YOU READ AND UNDERSTAND ALL REGULATIONS 
AND PROVISIONS GOVERNING WORK DESCRIBED WITHIN THIS PERMIT 
APPLICATION. THE SPECIAL PROVISIONS CAN BE FOUND ON THE APPLICATION 
SHEET OF THIS PERMIT, ON THE INCLUDED PROVISIONS ATTACHEMENTS AND 
SHOWN ON ANY DRAWINGS OR SKETCHES. 
 

4) THE SOUTH CAROLINA DEPARTMENT OF TRANSPORTATION RESERVES THE 
RIGHT TO IMPOSE ADDITIONAL CONDITIONS, PROVISIONS, AND/OR 
REQUIREMENTS ON THIS PERMIT TO RESPOND TO ANY UNFORESEEN, SPECIFIC 
PROBLEMS THAT MIGHT ARISE DURING THE LIFE OF THIS PERMIT, AND TO TAKE 
ANY ENFORCEMENT ACTION NECESSARY TO ENSURE COMPLIANCE WITH SCDOT 
SPECIFICATIONS, STANDARDS OR POLICIES. 
 

5) THE DEPARTMENT RESERVES THE RIGHT TO TEMPORARILY SUSPEND ALL WORK 
UNDER THIS PERMIT APPLICATION IN THE EVENT OF INCLEMENT WEATHER OR 
OTHER CIRCUMSTANCES DEEMED NECESSARY AT THE DEPARTMENTS 
DISCRETION. ANY SUCH SUSPENSION OF WORK SHALL BE REQUESTED BY THE 
DEPARTMENT IN WRITING. 
 

6) IF IT SHOULD BECOME NECESSARY TO STOP WORK FOR AN INDEFINITE PERIOD, 
MAKE THE NECESSARY PROVISIONS TO MAINTAIN ACCOMMODATIONS FOR AND 
SAFEGUARD TRAFFIC IN AS SATISFACTORY A MANNER AS IS PRACTICABLE. 
STORE MATERIALS IN SUCH A MANNER THAT THEY DO NOT OBSTRUCT OR 
IMPEDE THE TRAVELING PUBLIC OR BECOME DAMAGED IN ANY MANNER. TAKE 
EVERY PRECAUTION TO PREVENT DAMAGE OR DETERIORATION OF THE WORK 
PERFORMED, PROVIDE SUITABLE DRAINAGE OF THE ROADWAY BY OPENING 



DITCHES, SHOULDER DRAINS, ETC., AND ERECT TEMPORARY STRUCTURES WHEN 
NECESSARY. DO NOT SUSPEND WORK WITHOUT WRITTEN AUTHORITY OF THE 
RME/DPE. 
 

7) A COPY OF THIS PERMIT APPLICATION WITH ALL SUPPORTING DOCUMENTATION 
SHALL BE ON SITE AT ALL TIMES WHEN CONSTRUCTION IS IN PROGRESS WITHIN 
SCDOT RIGHT-OF-WAY.  
 

8) APPLICANT/CONTRACTOR IS RESPONSIBLE FOR THE REPAIR OF ANY ROADWAY 
ASPHALT, DRAINAGE, SHOULDER, DITCHLINE OR ANY OTHER STRUCTURES 
DAMAGED WITHIN THE RIGHT OF WAY DUE TO THE CONSTRUCTION OF THIS 
DRIVEWAY OR THE CONSTRUCTION WITHIN THE PROJECT.  REPAIRS SHALL BE 
COMPLETED BEFORE RELEASE OF THE PERMIT AT NO COST TO THE 
DEPARTMENT. 
 

9) ALL WORK PERFORMED IN CONNECTION WITH THIS PERMIT SHALL CONFORM TO 
THE SCDOT "A POLICY FOR ACCOMODATING UTILITIES ON HIGHWAY RIGHT-OF-
WAY" MOST CURRENT EDITION. 
 

10) ANY UTILITY LINE 4" IN DIAMETER OR LARGER THAT IS TO BE ABANDONED IN 
PLACE UNDER THE SCDOT ROADWAY OR IN THE SHOULDER SHALL BE 
BACKFILLED WITH FLOWABLE FILL AND CAPPED OFF.  OTHERWISE THE UTILITY 
SHALL BE REMOVED COMPLETELY AND THE TRENCH SHALL BE BACKFILLED 
WITH SUITABLE MATERIAL IN 6" LIFTS TO MEET 95% COMPACTION ACCORDING 
TO THE SCDOT UTILITY ACCOMODATION MANUAL. (CHAPTER 13) 
 

11) ANY REQUEST FOR REVISIONS AND/OR AMENDMENTS TO THIS PERMIT 
APPLICATION SHALL BE MADE IN WRITING FROM THE ENGINEER WITH PROPER 
SUPPORTING DOCUMENTATION. ALLOW A MINIMUM OF TWO WEEKS FOR 
REVIEW FOR ANY SUCH AMENDMENTS.  
 

12) 70% GRASS REGROWTH AND 100% STABILIZATION IS REQUIRED IN ALL 
DISTURBED AREAS OF THE RIGHT OF WAY. 
 

13) CONTRACTOR WILL MAINTAIN POSITIVE DRAINAGE AT ALL TIMES DURING 
CONSTRUCTION, AND UNTIL FINAL INSPECTION APPROVAL IS GIVEN BY THE 
DEPARTMENT. 
 

14) NO STEEL TRACKED VEHICLES SUCH AS TRACKHOE, DOZIER’S AND OTHER 
EQUIPMENT WILL BE ALLOWED IN THE ASPHALT ROADWAY WITHOUT WRITTEN 
APPROVAL FROM THE DEPARTMENT. 
 

15) DEWATERING OF ANY EXCAVATED AREAS ON THE SITE SHALL NOT DISCHARGE 
DIRECTLY TO THE SCDOT RIGHT OF WAY.  IT SHALL PASS THROUGH A SEDIMENT 
CONTROL DEVICE PRIOR TO ENTERING RECEIVING WATERS, INCLUDING THE 
SCDOT RIGHT OF WAY. 
 

16) NO SURFACE WATER SHALL BE PERMITTED TO POND IN ROADWAY AND/OR 
SHOULDER AREA.  
 

17) APPLICANT SHALL PROVIDE A SAFE DRIVING ENVIRONMENT FOR MOTORIST 
USING THIS ROADWAY WHILE CONSTRUCTION IS IN PROGRESS. FLAGMAN SHALL 
BE FURNISHED AT APPLICANTS EXPENSE. FLAGMAN SHALL WEAR REFLECTIVE 



VEST, WEARING HARD HAT AND HAVE STOP/SLOW PADDLE BOARD ON A SIX 
FOOT (6’) STAFF. FLAGMAN SHALL STAND AT A LOCATION SUITABLE TO THE 
EFFECTIVE FLOW OF TRAFFIC WHILE CONSTRUCTION IS NEEDED OR WHEN 
BLOCKING LANE.  
 

18) ALL TRAFFIC CONTROL, ROAD DETOURS, NOTIFICATION TO PUBLIC, 
PEDESTRIAN/MOTORIST SAFETY, AND DAMAGE INCURRED DUE TO THIS 
INSTALLATION SHALL BE THE RESPONSIBILITY OF THE COUNTY.  ANY REPAIRS 
NEEDED SHALL BE DONE SO AT NO COST TO THE DEPARTMENT. 
 

19) ALL TRAFFIC CONTROL MEASURES SHALL CONFORM TO SHEETS C33 AND C34 OF 
THE PHASE 2 PLANS.   
 

20) THIRD PARTY TESTING REQUIRED AT THE APPLICANT’S EXPENSE FOR ALL 
STORM DRAINAGE INSTALLATION.  INSPECTIONS SHALL INCLUDE BUT NOT 
LIMITED TO BEDDING, SPRINGLINE AND EVERY 6” OF MATERIAL FOLLOWING IN 
ACCORDANCE WITH SUPPLEMENTAL TECHNICAL SPECIFICATION SC-M-714.  ALL 
RESULTS TO BE SUBMITTED IN WRITING TO SCDOT FOR REVIEW THE FOLLOWING 
DAY.   
 

21) FOR ANY PROJECT REQUIRING AN OVERLAY: TRAVEL LANES, TURN LANES, AND 
ACCEL/DECEL LANES INVOLVED ARE REQUIRED TO HAVE ALL RAISED 
PAVEMENT MARKINGS AND/OR PAINTED PAVEMENT MARKINGS REPLACED AT 
THE APPLICANTS' EXPENSE.  TEMPORARY LINE PAINT IS REQUIRED TO BE 
INSTALLED BEFORE THE TRAVEL/TURN LANE IS OPENED BACK UP TO THE 
PUBLIC.  THERMO PLASTIC OR EPOXY PAINT MUST HAVE PRECERTIFICATION 
PAPERWORK THAT IS SUBMITTED TO SCDOT FOR RECORD KEEPING.  DEPENDING 
ON THE TYPE OF PAINT, THE APPROPRIATE GRACE PERIOD SHALL BE ALLOWED 
BEFORE INSTALLATION.  APPLICANT IS REQUIRED TO PROVIDE NECESSARY 
TRAFFIC CONTROL IF NEEDED FOR PAINT INSTALLATION.  WINTER WORK 
RESTRICTIONS AND HOLIDAY WORK RESTRICTIONS MUST BE ADHERED TO.  SEE 
PERMIT FOR MORE DETAILS. 
 

22) SCDOT SHALL RECEIVE A SET OF FINAL AS-BUILT CONSTRUCTION PLANS.  AS-
BUILT PLANS SHOULD BE PREPARED IN ACCORDANCE WITH THE SCDOT 
PUBLICATION “INSTRUCTIONS FOR THE PREPARATION OF AS-BUILT PLANS”, 
LATEST EDITION.   
 

23) THE PERMITTEE SHALL HOLD THE DEPARTMENT HARMLESS FOR DAMAGES TO 
BOTH UPSTREAM AND DOWNSTREAM PROPERTIES. 
 

24) ALL NEW STORM DRAIN PIPING THAT IS INSTALLED PARALLEL TO THE TRAVEL 
WAY SHALL HAVE EITHER BEVELED END SECTIONS (STD. DRAWING #719-610-00) 
OR BOX CULVERT ENDS (STD. DRAWING #722-305-00).  ALL OTHER PIPE ENDS 
SHALL BE CONSTRUCTED PER THE APPROVED PLANS. 
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SOUTH CAROLINA DEPARTMENT OF TRANSPORTATION
Encroachment Permit

Permit No : 208000

Permit Decision Date : 
12/13/2017

Expiration Date : 12/13/2018

Type 
Permit :DRAINAGE

Location:

District Work County Type Route Aux Begin MP End MP

5 Georgetown, SC S- 805 None 0.866 0.548

5 Georgetown, SC S- 911 None 0.554 0.488

Contact 
Information

Applicant: GeorgetownCounty Phone:

Contact: John Prorock, PE (Stantec)

Address: 1918 Church Street,

City: Georgetown State: SC Zip: 29440

Comments

In Georgetown County along south side of Hagley Drive beginning at the 
intersection of Hagley Drive and Lake Drive and extending east for 
approximately 1,700 LF. Along east side of Kings River Road beginning at the 
intersection of Kings River Road and Old Ashley Loop and extending south for 
approximately 330 LF.

Special 
Provisions:

0001 - THE ENTIRE WIDTH OF ROAD SHALL BE RESURFACED AS SHOWN ON 
ATTACHED DOCUMENTATION.

0002 - ALL REPAVING IS TO CONFORM TO STANDARD DEPARTMENT 
SPECIFICATIONS. THE ROAD, AT DROP INLETS, SHALL BE MILLED TO MAKE A 
SMOOTH TRANSITION WHEN PAVED. PAVEMENT WITH CURB AND/OR 
SIDEWALK WILL BE PAVED FULL DEPTH FROM OUTER EDGE TO GUTTER 
EDGE.

0003 - WHEN ROADS ARE RESURFACED, SHOULDERS SHALL BE REGRADED TO 
THE EDGE OF PAVEMENT TO CONFORM TO THE DEPARTMENT 
SPECIFICATIONS.

0004 - SCDOT SHALL BE NOTIFIED WHEN WORK DEFINED IN THE PERMIT 
STARTS AS WELL AS WHEN THE WORK IS COMPLETED. REFERENCE SHALL BE 
MADE BY PERMIT NUMBER.

0005 - APPLICANT SHALL PROVIDE TO THE DEPARTMENT THE OPPORTUNITY 
OF ATTENDING ANY PRE-CONSTRUCTION MEETING PRIOR TO THE 
BEGINNING OF WORK.

0105 - ALL EXCAVATED MATERIAL SHALL BE PLACED ON THE SIDE OF THE 
TRENCH AWAY FROM THE TRAVELED ROADWAY, AND SHALL BE NO CLOSER 
THAN FIFTEEN (15) FEET TO THE EDGE OF PAVEMENT.

0108 - FLOWABLE FILL SHALL BE USED AS BACK-FILL MATERIAL.

0115 - WHERE PAVEMENT IS CUT THE WORK SHALL BE DONE IN CLEAR 
WEATHER WHEN TRAFFIC IS LIGHTEST. THERE SHALL BE NO TRENCH LEFT 
OPEN IN THE TRAVELED WAY WHEN WORK IS NOT IN PROGRESS.

0116 - PAVEMENT SHALL BE CUT TO NEAT LIES AND THE TRENCH BACK-
FILLED USING FLOWABLE MATERIAL AND TAMPED IN 6" LAYERS TO 95% 
DENSITY.

0117 - OPEN TRENCHES SHALL BE COVERED WITH METAL PLATES WHEN THE 
PAVEMENT CANNOT BE RESTORED THE SAME DAY. PLATES SHALL BE 
MONITORED PERIODICALLY TO ENSURE THAT THE TRENCH IS PROPERLY 
COVERED.

0118 - AN OPEN CUT IS AUTHORIZED ONLY TO THE EXTENT NECESSARY TO 
MAKE A CONNECTION TO THE EXISTING LINE. DRY BORE UNDER REMAINING 
ROAD TO THE EXISTING LINE.

0123 - ALL WORK PERFORMED IN CONNECTION WITH THIS PERMIT SHALL 
CONFORM TO THE SCDOT "A POLICY FOR ACCOMODATING UTILITIES ON 
HIGHWAY RIGHT-OF-WAY" MOST CURRENT EDITION.

0202 - PAVEMENT DESIGN SHALL BE AS SHOWN ON ATTACHED 
DOCUMENTATION

0207 - PIPE USED IN THIS INSTALLATION SHALL BE IN ACCORDANCE WITH 
SCDOT SPECIFICATION SC-M-714 AND COMPLY WITH CURRENT SCDOT 
POLICY.

0208 - REINFORCED CONCRETE PIPE SHALL BE USED FOR DRIVEWAY 
DRAINAGE.

0209 - DISTURBED VEGETATION SHALL BE RESEEDED ACCORDING TO THE 
SPECIFICAION FOR HIGHWAY CONSTRUCTION.

0301 - THE DITCHES AND/OR SHOULDERS DISTURBED DURING THE 
INSTALLATION SHALL BE RE-ESTABLISHED TO PROPER GRADE, ORIGINAL 
CROSS SECTION, STABILIZED, AND ALL DRAIN PIPES CLEARED.

0302 - NO EXCAVATION SHALL BE LEFT OPEN ALONG HIGHWAY.

0303 - THE ENTIRE DISTURBED AREA SHALL BE TOP-SOILED USING 3" OF 
SELECTED MATERIAL AND RE-GRASSED TO SCDOT SPECIFICATIONS.

0304 - PAVEMENT MARKINGS ALTERED DURING THIS INSTALLATION SHALL 
BE RESTORED BY THE APPLICANT.

0306 - TRAFFIC CONTROL, LIGHTS, SIGNS AND FLAG-MEN WILL BE 
FURNISHED BY APPLICANT AND WILL CONFORM TO PART VI OF THE 
MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES.

0310 - FIELD CHANGES, IF NECESSARY, MUST BE APPROVED IN WRITING 
BEFORE ACTUAL CONSTRUCTION OF PROPOSED CHANGES.

0311 - SEDIMENT AND EROSION CONTROL DEVICES SHALL BE USED TO 
MINIMIZE THE MOVEMENT OF SEDIMENT.

0312 - THE PERMITTEE SHALL HOLD THE DEPARTMENT HARMLESS FOR 
DAMAGES TO BOTH UPSTREAM AND DOWNSTREAM PROPERTIES.

0318 - THE APPLICANT SHALL BE RESPONSIBLE FOR IMMEDIATE REMOVAL 
OF SUCH TRAFFIC HAZARDS AS MUD, DEBRIS, LOOSE STONE, AND TRASH AS 
MAY BE WASHED OR SPILLED ON THE TRAVELED ROADWAY AS A RESULT OF 
THE PROPOSED WORK.

9999 - See Attached for Additional Special Provisions



Permit Number : 208000
Page: 2 of 3





SOUTH CAROLINA DEPARTMENT OF TRANSPORTATION
Encroachment Permit

Permit No : 208000

Permit Decision Date : 
12/13/2017

Expiration Date : 12/13/2018

Type 
Permit :DRAINAGE

Location:

District Work County Type Route Aux Begin MP End MP

5 Georgetown, SC S- 805 None 0.866 0.548

5 Georgetown, SC S- 911 None 0.554 0.488

Contact 
Information

Applicant: GeorgetownCounty Phone:

Contact: John Prorock, PE (Stantec)

Address: 1918 Church Street,

City: Georgetown State: SC Zip: 29440

Comments

In Georgetown County along south side of Hagley Drive beginning at the 
intersection of Hagley Drive and Lake Drive and extending east for 
approximately 1,700 LF. Along east side of Kings River Road beginning at the 
intersection of Kings River Road and Old Ashley Loop and extending south for 
approximately 330 LF.

Special 
Provisions:

0001 - THE ENTIRE WIDTH OF ROAD SHALL BE RESURFACED AS SHOWN ON 
ATTACHED DOCUMENTATION.

0002 - ALL REPAVING IS TO CONFORM TO STANDARD DEPARTMENT 
SPECIFICATIONS. THE ROAD, AT DROP INLETS, SHALL BE MILLED TO MAKE A 
SMOOTH TRANSITION WHEN PAVED. PAVEMENT WITH CURB AND/OR 
SIDEWALK WILL BE PAVED FULL DEPTH FROM OUTER EDGE TO GUTTER 
EDGE.

0003 - WHEN ROADS ARE RESURFACED, SHOULDERS SHALL BE REGRADED TO 
THE EDGE OF PAVEMENT TO CONFORM TO THE DEPARTMENT 
SPECIFICATIONS.

0004 - SCDOT SHALL BE NOTIFIED WHEN WORK DEFINED IN THE PERMIT 
STARTS AS WELL AS WHEN THE WORK IS COMPLETED. REFERENCE SHALL BE 
MADE BY PERMIT NUMBER.

0005 - APPLICANT SHALL PROVIDE TO THE DEPARTMENT THE OPPORTUNITY 
OF ATTENDING ANY PRE-CONSTRUCTION MEETING PRIOR TO THE 
BEGINNING OF WORK.

0105 - ALL EXCAVATED MATERIAL SHALL BE PLACED ON THE SIDE OF THE 
TRENCH AWAY FROM THE TRAVELED ROADWAY, AND SHALL BE NO CLOSER 
THAN FIFTEEN (15) FEET TO THE EDGE OF PAVEMENT.

0108 - FLOWABLE FILL SHALL BE USED AS BACK-FILL MATERIAL.

0115 - WHERE PAVEMENT IS CUT THE WORK SHALL BE DONE IN CLEAR 
WEATHER WHEN TRAFFIC IS LIGHTEST. THERE SHALL BE NO TRENCH LEFT 
OPEN IN THE TRAVELED WAY WHEN WORK IS NOT IN PROGRESS.

0116 - PAVEMENT SHALL BE CUT TO NEAT LIES AND THE TRENCH BACK-
FILLED USING FLOWABLE MATERIAL AND TAMPED IN 6" LAYERS TO 95% 
DENSITY.

0117 - OPEN TRENCHES SHALL BE COVERED WITH METAL PLATES WHEN THE 
PAVEMENT CANNOT BE RESTORED THE SAME DAY. PLATES SHALL BE 
MONITORED PERIODICALLY TO ENSURE THAT THE TRENCH IS PROPERLY 
COVERED.

0118 - AN OPEN CUT IS AUTHORIZED ONLY TO THE EXTENT NECESSARY TO 
MAKE A CONNECTION TO THE EXISTING LINE. DRY BORE UNDER REMAINING 
ROAD TO THE EXISTING LINE.

0123 - ALL WORK PERFORMED IN CONNECTION WITH THIS PERMIT SHALL 
CONFORM TO THE SCDOT "A POLICY FOR ACCOMODATING UTILITIES ON 
HIGHWAY RIGHT-OF-WAY" MOST CURRENT EDITION.

0202 - PAVEMENT DESIGN SHALL BE AS SHOWN ON ATTACHED 
DOCUMENTATION

0207 - PIPE USED IN THIS INSTALLATION SHALL BE IN ACCORDANCE WITH 
SCDOT SPECIFICATION SC-M-714 AND COMPLY WITH CURRENT SCDOT 
POLICY.

0208 - REINFORCED CONCRETE PIPE SHALL BE USED FOR DRIVEWAY 
DRAINAGE.

0209 - DISTURBED VEGETATION SHALL BE RESEEDED ACCORDING TO THE 
SPECIFICAION FOR HIGHWAY CONSTRUCTION.

0301 - THE DITCHES AND/OR SHOULDERS DISTURBED DURING THE 
INSTALLATION SHALL BE RE-ESTABLISHED TO PROPER GRADE, ORIGINAL 
CROSS SECTION, STABILIZED, AND ALL DRAIN PIPES CLEARED.

0302 - NO EXCAVATION SHALL BE LEFT OPEN ALONG HIGHWAY.

0303 - THE ENTIRE DISTURBED AREA SHALL BE TOP-SOILED USING 3" OF 
SELECTED MATERIAL AND RE-GRASSED TO SCDOT SPECIFICATIONS.

0304 - PAVEMENT MARKINGS ALTERED DURING THIS INSTALLATION SHALL 
BE RESTORED BY THE APPLICANT.

0306 - TRAFFIC CONTROL, LIGHTS, SIGNS AND FLAG-MEN WILL BE 
FURNISHED BY APPLICANT AND WILL CONFORM TO PART VI OF THE 
MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES.

0310 - FIELD CHANGES, IF NECESSARY, MUST BE APPROVED IN WRITING 
BEFORE ACTUAL CONSTRUCTION OF PROPOSED CHANGES.

0311 - SEDIMENT AND EROSION CONTROL DEVICES SHALL BE USED TO 
MINIMIZE THE MOVEMENT OF SEDIMENT.

0312 - THE PERMITTEE SHALL HOLD THE DEPARTMENT HARMLESS FOR 
DAMAGES TO BOTH UPSTREAM AND DOWNSTREAM PROPERTIES.

0318 - THE APPLICANT SHALL BE RESPONSIBLE FOR IMMEDIATE REMOVAL 
OF SUCH TRAFFIC HAZARDS AS MUD, DEBRIS, LOOSE STONE, AND TRASH AS 
MAY BE WASHED OR SPILLED ON THE TRAVELED ROADWAY AS A RESULT OF 
THE PROPOSED WORK.

9999 - See Attached for Additional Special Provisions



Permit Number : 208000
Page: 3 of 3





SOUTH CAROLINA DEPARTMENT OF TRANSPORTATION
Encroachment Permit

Permit No : 208000

Permit Decision Date : 
12/13/2017

Expiration Date : 12/13/2018

Type 
Permit :DRAINAGE

Location:

District Work County Type Route Aux Begin MP End MP

5 Georgetown, SC S- 805 None 0.866 0.548

5 Georgetown, SC S- 911 None 0.554 0.488

Contact 
Information

Applicant: GeorgetownCounty Phone:

Contact: John Prorock, PE (Stantec)

Address: 1918 Church Street,

City: Georgetown State: SC Zip: 29440

Comments

In Georgetown County along south side of Hagley Drive beginning at the 
intersection of Hagley Drive and Lake Drive and extending east for 
approximately 1,700 LF. Along east side of Kings River Road beginning at the 
intersection of Kings River Road and Old Ashley Loop and extending south for 
approximately 330 LF.

Special 
Provisions:

0001 - THE ENTIRE WIDTH OF ROAD SHALL BE RESURFACED AS SHOWN ON 
ATTACHED DOCUMENTATION.

0002 - ALL REPAVING IS TO CONFORM TO STANDARD DEPARTMENT 
SPECIFICATIONS. THE ROAD, AT DROP INLETS, SHALL BE MILLED TO MAKE A 
SMOOTH TRANSITION WHEN PAVED. PAVEMENT WITH CURB AND/OR 
SIDEWALK WILL BE PAVED FULL DEPTH FROM OUTER EDGE TO GUTTER 
EDGE.

0003 - WHEN ROADS ARE RESURFACED, SHOULDERS SHALL BE REGRADED TO 
THE EDGE OF PAVEMENT TO CONFORM TO THE DEPARTMENT 
SPECIFICATIONS.

0004 - SCDOT SHALL BE NOTIFIED WHEN WORK DEFINED IN THE PERMIT 
STARTS AS WELL AS WHEN THE WORK IS COMPLETED. REFERENCE SHALL BE 
MADE BY PERMIT NUMBER.

0005 - APPLICANT SHALL PROVIDE TO THE DEPARTMENT THE OPPORTUNITY 
OF ATTENDING ANY PRE-CONSTRUCTION MEETING PRIOR TO THE 
BEGINNING OF WORK.

0105 - ALL EXCAVATED MATERIAL SHALL BE PLACED ON THE SIDE OF THE 
TRENCH AWAY FROM THE TRAVELED ROADWAY, AND SHALL BE NO CLOSER 
THAN FIFTEEN (15) FEET TO THE EDGE OF PAVEMENT.

0108 - FLOWABLE FILL SHALL BE USED AS BACK-FILL MATERIAL.

0115 - WHERE PAVEMENT IS CUT THE WORK SHALL BE DONE IN CLEAR 
WEATHER WHEN TRAFFIC IS LIGHTEST. THERE SHALL BE NO TRENCH LEFT 
OPEN IN THE TRAVELED WAY WHEN WORK IS NOT IN PROGRESS.

0116 - PAVEMENT SHALL BE CUT TO NEAT LIES AND THE TRENCH BACK-
FILLED USING FLOWABLE MATERIAL AND TAMPED IN 6" LAYERS TO 95% 
DENSITY.

0117 - OPEN TRENCHES SHALL BE COVERED WITH METAL PLATES WHEN THE 
PAVEMENT CANNOT BE RESTORED THE SAME DAY. PLATES SHALL BE 
MONITORED PERIODICALLY TO ENSURE THAT THE TRENCH IS PROPERLY 
COVERED.

0118 - AN OPEN CUT IS AUTHORIZED ONLY TO THE EXTENT NECESSARY TO 
MAKE A CONNECTION TO THE EXISTING LINE. DRY BORE UNDER REMAINING 
ROAD TO THE EXISTING LINE.

0123 - ALL WORK PERFORMED IN CONNECTION WITH THIS PERMIT SHALL 
CONFORM TO THE SCDOT "A POLICY FOR ACCOMODATING UTILITIES ON 
HIGHWAY RIGHT-OF-WAY" MOST CURRENT EDITION.

0202 - PAVEMENT DESIGN SHALL BE AS SHOWN ON ATTACHED 
DOCUMENTATION

0207 - PIPE USED IN THIS INSTALLATION SHALL BE IN ACCORDANCE WITH 
SCDOT SPECIFICATION SC-M-714 AND COMPLY WITH CURRENT SCDOT 
POLICY.

0208 - REINFORCED CONCRETE PIPE SHALL BE USED FOR DRIVEWAY 
DRAINAGE.

0209 - DISTURBED VEGETATION SHALL BE RESEEDED ACCORDING TO THE 
SPECIFICAION FOR HIGHWAY CONSTRUCTION.

0301 - THE DITCHES AND/OR SHOULDERS DISTURBED DURING THE 
INSTALLATION SHALL BE RE-ESTABLISHED TO PROPER GRADE, ORIGINAL 
CROSS SECTION, STABILIZED, AND ALL DRAIN PIPES CLEARED.

0302 - NO EXCAVATION SHALL BE LEFT OPEN ALONG HIGHWAY.

0303 - THE ENTIRE DISTURBED AREA SHALL BE TOP-SOILED USING 3" OF 
SELECTED MATERIAL AND RE-GRASSED TO SCDOT SPECIFICATIONS.

0304 - PAVEMENT MARKINGS ALTERED DURING THIS INSTALLATION SHALL 
BE RESTORED BY THE APPLICANT.

0306 - TRAFFIC CONTROL, LIGHTS, SIGNS AND FLAG-MEN WILL BE 
FURNISHED BY APPLICANT AND WILL CONFORM TO PART VI OF THE 
MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES.

0310 - FIELD CHANGES, IF NECESSARY, MUST BE APPROVED IN WRITING 
BEFORE ACTUAL CONSTRUCTION OF PROPOSED CHANGES.

0311 - SEDIMENT AND EROSION CONTROL DEVICES SHALL BE USED TO 
MINIMIZE THE MOVEMENT OF SEDIMENT.

0312 - THE PERMITTEE SHALL HOLD THE DEPARTMENT HARMLESS FOR 
DAMAGES TO BOTH UPSTREAM AND DOWNSTREAM PROPERTIES.

0318 - THE APPLICANT SHALL BE RESPONSIBLE FOR IMMEDIATE REMOVAL 
OF SUCH TRAFFIC HAZARDS AS MUD, DEBRIS, LOOSE STONE, AND TRASH AS 
MAY BE WASHED OR SPILLED ON THE TRAVELED ROADWAY AS A RESULT OF 
THE PROPOSED WORK.

9999 - See Attached for Additional Special Provisions
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