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EXISTING CONTOUR

SURVEY BENCHMARK

INFORMATION

NOTE: BENCHMARKS ARE LOCATED OFF

OF THE SOUTH SIDE OF HAGLEY DR.

APPROXIMATELY HALFWAY BETWEEN

THE WESTON DR. AND LAKE TRAIL DR.

INTERSECTIONS.

CONTROL POINT #1:

REBAR W/ CAP

N: 587115.05

E: 2557444.49

EL: 8.50'

CONTROL POINT #2:

REBAR W/ CAP

N: 587314.18

E: 2556833.47

EL: 4.46'

VERTICAL DATUM USED WAS NAVD88.

HORIZONTAL DATUM USED WAS NAD83.

EXISTING UTILITY SERVICES SHOWN ARE APPROXIMATE ONLY AND

DO NOT NECESSARILY REPRESENT ALL SERVICES PRESENT.  NO

EXCAVATION OR ELECTRONIC DETECTION METHODS WERE USED.

STANTEC CONSULTING, INC. DOES NOT WARRANT THE LOCATION,

EXISTENCE OR PROPERTIES OF ANY UNDERGROUND UTILITY

WITHOUT EXCAVATION AND FIELD VERIFICATION.  CONTRACTOR

SHALL VERIFY EXACT HORIZONTAL AND VERTICAL LOCATION OF ALL

UTILITIES WITHIN WORK AREAS PRIOR TO BEGINNING EXCAVATION.

CONTRACTOR SHALL CONTACT ENGINEER AND RESPECTIVE UTILITY

PROVIDER AND OBTAIN APPROVAL PRIOR TO ANY REQUIRED UTILITY

RELOCATIONS AND / OR ADJUSTMENTS.

NOTICE - ALL EXISTING UTILITY POLES ARE TO REMAIN IN

PLACE BUT MAY NEED TO BE TEMPORARILY RELOCATED,

OR SHORED UP DURING CONSTRUCTION.  CONTRACTOR TO

COORDINATE WITH UTILITY PROVIDER.
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CONTRACTOR SHALL CONTACT ENGINEER AND RESPECTIVE UTILITY

PROVIDER AND OBTAIN APPROVAL PRIOR TO ANY REQUIRED UTILITY

RELOCATIONS AND / OR ADJUSTMENTS.
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CONTRACTOR SHALL CONTACT ENGINEER AND RESPECTIVE UTILITY

PROVIDER AND OBTAIN APPROVAL PRIOR TO ANY REQUIRED UTILITY

RELOCATIONS AND / OR ADJUSTMENTS.
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