














Xrefs Attached

TYPICAL ¥IE-A TRAFFIC CONTROL A
(NO SCALE) GENERAL NOTES
GENERAL ~ NOTES 1.) ALL SIGN LOCATIONS ARE TO BE MEASURED FROM THE WORK AREA. WORK LIMITS Wi
1.) ALL SIGN LOCATIONS ARE TO BE MEASURED FROM THE WORK AREA. WORK LIMITS 7.) SPECIAL SIGN MOUNTING ASSEMBLIES MAY BE NECESSARY IN AREAS OF CONCRETE 12.) PLACE THE TRUCK MOUNTED ATTENUATOR NO CLOSER THAN 1° FROM THE NEAR - FOR THE PROJECT WILL BE DETERMINED BY THE ENGINEER AND AS INDICATED IN a
+ FOR THE PROJECT WILL BE DETERMINED BY THE ENGINEER AND AS INDICATED IN + MEDIAN BARRIER, BRIDGE PARAPET WALLS, OR DOUBLE FACED GUARDRAIL AND SHALL EDGE OF THE ADJACENT TRAVEL LANE. THE CONTRACT. -
THE CONTRACT. BE PROVIDED BY THE CONTRACTOR. 93.) THE CONTRACTOR SHALL CONDUCT THE WORK IN SUCH A MANNER SO AS NOT TO 2.) PORTABLE SIGN SUPPORT MOUNTED ADVANCE SIGNS ARE TO BE INSTALLED NO s
2.) PORTABLE SIGN SUPPORT MOUNTED ADVANCE SIGNS ARE TO BE INSTALLED NO 8.) REFLECTORIZE ALL TRAFFIC CONTROL DEVICES WITH A TYPE Il HIGH INTENSITY ENCROACH WITHIN 1° OF THE NEAR EDGE OF THE ADJACENT TRAVEL LANE.  THE WORK LESS THAN 6 FEET FROM THE EDGE OF AN ADJACENT TRAVEL LANE WHEN A PAVED '%‘ s
LESS THAN 6 FEET FROM THE EDGE OF AN ADJACENT TRAVEL LANE WHEN A PAVED RETRO-REFLECTIVE SHEETING UNLESS OTHERWISE DIRECTED BY THE DEPARTMENT. SHALL INCLUDE THE PRESENCE OF EQUIPMENT, PERSONNEL, MATERIALS, OR ANY SHOULDER IS PRESENT AND NO LESS THAN 4 FEET FROM THE EDGE OF AN 5
SHOULDER IS PRESENT AND NO LESS THAN 4 FEET FROM THE EDGE OF AN 9.) 36" CONES ARE THE PRIMARY TRAFFIC CONTROL DEVICES FOR DAYTIME SHOULDER VEHICLES.  THE CONTRACTOR SHALL PLACE, MAINTAIN, AND ADJUST THE TRAFFIC © ADJACENT TRAVEL LANE WHEN THE SHOULDER IS EARTH AND NO PAVED SHOULDER o
- ADJACENT TRAVEL LANE WHEN THE SHOULDER IS EARTH AND NO PAVED SHOULDER CLOSURES.  PORTABLE PLASTIC DRUMS ARE THE PRIMARY TRAFFIC CONTROL DEVICES CONTROL DEVICES AS NECESSARY. EXISTS. IN THOSE AREAS WITH CURB & GUTTER, INSTALL THE PORTABLE SIGN 5g9
EXISTS. IN THOSE AREAS WITH CURB & GUTTER, INSTALL THE PORTABLE SIGN FOR NIGHTTIME SHOULDER CLOSURES. OVERSIZED CONES MAY BE SUBSTITUTED FOR 14.) COORDINATE THE TAPER PLACEMENT FOR A CASE | SCENARIO IN THE MEDIAN CUREORT MOUNTED ADVANCE SIGNS NO LESS THAN 2 FEET FROM THE FACE OF THE §o 2
SUPPORT MOUNTED ADVANCE SIGNS NO LESS THAN 2 FEET FROM THE FACE OF THE THE 36° CONES DURING DAYTIME SHOULDER CLOSURES ONLY.  OVERSIZED CONES ARE SHOULDER AREA WITH THE WIDTH OF THE SHOULDER. A 250° TAPER LENGTH 3) SPACINGS INDICATED ARE FOR NORMAL CONDITIONS: ADJUSTMENTS MAY BE REQUIRED 529
CURB. PROHIBITED FOR USE DURING NIGHTTIME SHOULDER CLOSURES. IS THE REQUIRED TAPER DISTANCE FOR THESE TAPERS PLACED IN THE MEDIAN " DUE TO HORIZONTAL AND/OR VERTICAL ALIGNMENTS OR OTHER SIGHT DISTANCE h < X
3.) SPACINGS INDICATED ARE FOR NORMAL CONDITIONS; ADJUSTMENTS MAY BE REQUIRED 40.) THE 36" CONES USED DURING DAYLIGHT HOURS ARE NOT REQUIRED TO BE SHOULDER AREA. DUE 10 HOR!
- DUE TO HORIZONTAL AND/OR VERTICAL ALIGNMENTS OR OTHER SIGHT DISTANCE REFLECTORIZED.  HOWEVER, IF THIS TRAFFIC CONTROL SETUP EXTENDS INTO THE 95.) IF WORK IS BEING CONDUCTED AT TWO DIFFERENT LOCATIONS AT THE SAME TIME, ¢ :
RESTRICTIONS. NIGHTTIME HOURS,  REPLACE ALL CONES WITH PORTABLE PLASTIC DRUMS.  ALL DRUMS THE TWO LOCATIONS SHALL BE SEPARATED BY NO LESS THAN 1 MILE FROM THE
4.) ALL SIGNS MOUNTED ON PORTABLE SIGN SUPPORTS SHALL HAVE A MINIMUM SHALL BE REFLECTORIZED WITH TYPE Il HIGH INTENSITY RETRO—-REFLECTIVE SHEETING END OF THE FIRST SHOULDER CLOSURE TO THE BEGINNING OF THE TAPER OF THE
MOUNTING HEIGHT OF 5 FEET FROM THE GROUND TO THE BOTTOM OF THE SIGN. UNLESS OTHERWISE DIRECTED BY THE DEPARTMENT. SECOND SHOULDER CLOSURE.
ALL SIGNS MOUNTED ON GROUND MOUNTED U—CHANNEL POSTS SHALL HAVE A 41.) THE DEPARTMENT PROHIBITS CONDUCTING WORK WITHIN 1° OF THE NEAR EDGE OF THE 16.) THE DEPARTMENT RESERVES THE RIGHT TO RESTRICT CONSTRUCTION OPERATIONS
%\—{NE\MSU‘E\BANMOW\OIUN%S }A—{LEL‘GQ\TGNOSF S7UCF}EE¥HE§FO¥HE¢EAEEOSUTNRDA\IS?{TTHAENDB?EI/%ALA /SNFD ADJACENT TRAVEL LANE UNDER A SHOULDER CLOSURE. ALL WORK THAT MAY REQUIRE AND/OR WITHHOLD THE MONTHLY ESTIMATE IF THE TRAFFIC CONTROL IS NOT
. THE PRESENCE OF EQUIPMENT, PERSONNEL, MATERIALS, OR ANY VEHICLES WITHIN 1’ OF PROPERLY INSTALLED AND MAINTAINED AS DIRECTED BY THE STANDARD
THE FACE OF THE SIGNS ARE PERPENDICULAR TO THE SURFACE OF THE ROADWAY. THE NEAR EDGE OF THE ADJACENT TRAVEL LANE SHALL BE CONDUCTED UNDER A SPECIFICATIONS, THE SPECIAL PROVISIONS, THE STANDARD DRAWINGS, THE PLANS,
5.) REFLECTORIZE ALL ORANGE ADVANCE SIGNS AND ALL ORANGE AREAS OF A MULTI— LANE CLOSURE. AND THE ENGINEER.
KPRRORerDEANVE %‘HGENET\WN‘TGH WAHERFELU%REESS%NQ RRENS E%Cé)LgRR/%ENDGER‘SMAALTS‘% CASE I© WHENEVER ANY PORTION OF THE SHOULDER AREA WITHIN 15 BUT NOT 17:) _THE TYPICAL TRAFFIC CONTROL SETUP FOR SHOULDER CLOSURES ILLUSTRATED ON
REFLECTORIZE ALL WHITE ADVANCE SIGNS AND ALL WHITE AREAS OF A MULTI— " CLOSER THAN 1 OF THE NEAR EDGE OF THE ADJACENT TRAVEL LANE MUST ;ﬂ‘guESEARND/fRREASDR&W‘QFgMSAHR@LLAQE?PSLEYCCT]%D%&S%%%%WOXY%HE LEFT MEDIAN
COLORED ADVANCE SIGN WITH A WHITE COLORED PRISMATIC RETRO—REFLECTIVE BE OCCUPIED BY EQUIPMENT, PERSONNEL, MATERIALS, OR ANY VEHICLES TO : N
SHEETING WHERE THE SIGNS ARE TO BE WHITE. CONDUCT THE WORK, INSTALL AND MAINTAIN THE SIGNING AND TRAFFIC 6.) ALL TRAFFIC CONTROL DEVICES, INCLUDING 36" CONES, OVERSIZED CONES, PORTABLE
6.) ALL TRAFFIC CONTROL DEVICES, INCLUDING 36" CONES, OVERSIZED CONES, PORTABLE CONTROL DEVICES AS ILLUSTRATED. PLASTIC DRUMS, TYPF
PLASTIC DRUMS, TYPE Il BARRICADES, PORTABLE SIGN SUPPORTS, SIGN SUBSTRATUMS, CASE Il WHENEVER THE WORK 1S CONDUGTED BEYOND 15' BUT WITHIN 30° OF THE
TRUCK MOUNTED ATTENUATORS, BREAKAWAY SYSTEMS FOR GROUND MOUNTED SIGN T et A G Ay (SIS
SUPPORTS, ETC., SHALL COMPLY WITH ALL NCHRP REPORT 350 REQUIREMENTS AND
SHALL BE APPROVED BY THE DEPARTMENT. ALL APPROVED TRAFFIC CONTROL OF EQUIPMENT, ~PERSONNEL, MATERIALS, OR ANY VEHICLES, INSTALL AND
DEVICES ARE INCLUDED ON THE "APPROVED PRODUCTS LIST FOR TRAFFIC CONTROL MAINTAIN THE SIGNING AND TRAFFIC CONTROL DEVICES AS ILLUSTRATED.
DEVICES IN WORK ZONES”. THIS LIST MAY BE ACCESSED ON THE DEPARTMENT'S
WEB SITE AT: www.dot.state.sc.us . o Q
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Fcz o828 500 1000 AND SIGNING AS ILLUSTRATED. CONES A
< = L 298323 PORTABLE TRUCK MOUNTED ATTENUATOR SHOULD EXTEND BEYOND WORK AREA =)
= N i = 99 2gL2 1.) THE PORTABLE ATTENUATOR SHALL BE TRUCK MOUNTED. THE TRUCK SHALL = = AS NECESSARY PORTABLE TRUCK MOUNTED ATTENUATOR
? 82:0 & & wI' G _ox=s HAVE A GROSS WEIGHT OF NO LESS THAN 15,000 LBS. (ACTUAL VEHICLE N T 1.) THE PORTABLE ATTENUATOR SHALL BE TRUCK MOUNTED. THE TRUCK SHALL
BN 80 o o8 o o) o >zz0 WEIGHT). IF THE ADDITION OF SUPPLEMENTAL WEIGHT TO THE VEHICLE AS ] g k) o HAVE A GROSS WEIGHT OF NO LESS THAN 15,000 LBS. (ACTUAL VEHICLE
! °5 i T gmesz BALLAST IS NECESSARY, ONLY DRY LOOSE SAND MAY BE UTILIZED AS A T -] g g WEIGHT). IF THE ADDITION OF SUPPLEMENTAL WEIGHT TO THE VEHICLE AS
% 2 2 C A S E ‘ Z= >0 102 BALLAST. ALL PORTABLE TRUCK MOUNTED ATTENUATORS SHALL COMPLY » xXg, | C A S E ‘ ‘ * BALLAST IS NECESSARY, ONLY DRY LOOSE SAND MAY BE UTILIZED AS A
IN | | Q=T WITH ALL REQUIREMENTS OF NCHRP REPORT 350. P 5 BALLAST. ALL PORTABLE TRUCK MOUNTED ATTENUATORS SHALL COMPLY
o 2 S TR L0%z 9.) LOCATE THE PORTABLE TRUCK MOUNTED ATTENUATOR 100 FEET IN ADVANCE G \ WITH ALL REQUIREMENTS OF NCHRP REPORT 350.
&y, DT E2E OF THE WORK AS ILLUSTRATED UNLESS OTHERWISE SPECIFIED. S 2.) LOCATE THE PORTABLE TRUCK MOUNTED ATTENUATOR 100 FEET IN ADVANCE
=£5>2214 3.) PROVIDE, INSTALL, AND MAINTAIN THE PORTABLE TRUCK MOUNTED ATTENUATOR OF THE WORK AS ILLUSTRATED UNLESS OTHERWISE SPECIFIED.
ADVANCE WARNING ARROW PANEL Z==m2r® - " AS SPECIFIED BY SUB—SECTIONS 602.58 THROUGH 602.63 OF THE STANDARD STANDARD DRAWING ADVANCE WARNING ARROW PANEL 3.) PROVIDE, INSTALL, AND MAINTAIN THE PORTABLE TRUCK MOUNTED ATTENUATOR
: ) e el SPECIFICATIONS. ALL ADVANCE WARNING ARROW PANELS SHALL BE 48" x 96" WITH A MINIMUM © LS BRECIED B SUB-SECTIONS 602.58 THROUCH 602.63 OF THE STANDARD
ALL ADVANCE WARNING ARROW PANELS SHALL BE 48” x 96” WITH A MINIMUM m 23 DRAWING NO. 605—8A LEGIBILITY DISTANCE OF 1 MILE. _THE ADVANCE WARNING ARROW PANEL : DRAWING NO. 605—8B
LEGIBILITY DISTANCE OF 1 MILE. THE ADVANCE WARNING ARROW PANEL g _m : PLACEMENT MAY REQUIRE ADJUSTMENTS DUE TO HORIZONTAL AND/OR .
PLACEMENT MAY REQUIRE ADJUSTMENTS DUE TO HORIZONTAL AND/OR = = LEFT SHOULDER CLOSURE VERTICAL ALIGNMENT OR OTHER SIGHT DISTANCE RESTRICTIONS. THE PANEL
VERTICAL ALIGNMENT OR OTHER SIGHT DISTANCE RESTRICTIONS. THE PANEL FACE SHALL BE NONREFLECTIVE BLACK. ALL ADVANCE WARNING ARROW
FACE SHALL BE NONREFLECTIVE BLACK. ALL ADVANCE WARNING ARROW NON—=INTERSTATE STANDARDS PANELS SHALL COMPLY WITH THE REQUIREMENTS AS SPECIFIED BY SUB—
PANELS SHALL COMPLY WITH THE REQUIREMENTS AS SPECIFIED BY SUB-— (SH FET 1 OF 2 SECTIONS 602.02 THROUGH 602.06 OF THE STANDARD SPECIFICATIONS.
SECTIONS 602.02 THROUGH 602.06 OF THE STANDARD SPECIFICATIONS.
EFFECTIVE LETTING DATE | MAY, 2004
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GENERAL NOTES <
1.) ALL SIGN LOCATIONS ARE TO BE MEASURED FROM THE WORK AREA. WORK LIMITS m
FOR THE PROJECT WILL BE DETERMINED BY THE ENGINEER AND AS INDICATED IN
THE CONTRACT. l—
2.) PORTABLE SIGN SUPPORT MOUNTED ADVANCE SIGNS ARE TO BE INSTALLED NO
LESS THAN 6 FEET FROM THE EDGE OF AN ADJACENT TRAVEL LANE WHEN A PAVED
SHOULDER IS PRESENT AND NO LESS THAN 4 FEET FROM THE EDGE OF AN
ADJACENT TRAVEL LANE WHEN THE SHOULDER IS EARTH AND NO PAVED SHOULDER
EXISTS. IN THOSE AREAS WITH CURB & GUTTER, INSTALL THE PORTABLE SIGN
SUPPORT MOUNTED ADVANCE SIGNS NO LESS THAN 2 FEET FROM THE FACE OF THE
CURB.
3.) SPACINGS INDICATED ARE FOR NORMAL CONDITIONS; ADJUSTMENTS MAY BE REQUIRED
DUE TO HORIZONTAL AND/OR VERTICAL ALIGNMENTS OR OTHER SIGHT DISTANCE
RESTRICTIONS.
4) ALL SIGNS MOUNTED ON PORTABLE SIGN SUPPORTS SHALL HAVE A MINIMUM
MOUNTING HEIGHT OF 5 FEET FROM THE GROUND TO THE BOTTOM OF THE SIGN.
ALL SIGNS MOUNTED ON GROUND MOUNTED U—CHANNEL POSTS SHALL HAVE A
MINIMUM MOUNTING HEIGHT OF 7 FEET FROM THE GROUND TO THE BOTTOM OF TYPE |l BARRICADE TYPE |l BARRICADE GENERAL NOTES
THE SIGN. MOUNT ALL SIGNS SUCH THAT THEY ARE STRAIGHT AND LEVEL AND
THE FACE OF THE SIGNS ARE PERPENDICULAR TO THE SURFACE OF THE ROADWAY. 8” /8" PANELS 197 /8" PANELS 1) ALL TRAFFIC CONTROL DEVICES SHALL COMPLY WITH THE REQUIREMENTS OF
5.) REFLECTORIZE ALL ORANGE ADVANCE SIGNS AND ALL ORANGE AREAS OF A MULTI— 87/ ) 27/ ) NCHRP REPORT 350. ALL ACCEPTABLE DEVICES ARE LISTED ON, THE *APPROVED
COLORED ADVANCE SIGN WITH A FLUORESCENT ORANGE COLORED PRISMATIC AOPHE TR R SEBR AT E DA RN P REE SR (oot stmisse on).
RETRO—REFLECTIVE SHEETING WHERE THE SIGNS ARE TO BE ORANGE. ~ ALSQ, & — 36" 12" 36" EACH DEVICE SHALL COMPLY WITH ALL REQUIREMENTS AND RESTRICTIONS
REFLECTORIZE ALL WHITE ADVANCE SIGNS AND ALL WHITE AREAS OF A MULTI— 47 MINHMUM 47 MINHMUM INCLUDED ON THE APPROVED PRODUCTS LIST, PROVIDED IN THE STANDARD
COLORED ADVANCE SIGN WITH A WHITE COLORED PRISMATIC RETRO—REFLECTIVE : WIDTH : WIDTH SPECIFICATIONS, THE SUPPLEMENTAL SPECIFICATIONS, THE STANDARD DRAWINGS,
SHEETING WHERE THE SIGNS ARE TO BE WHITE. | 1607 — 1207 THE PLANS, THE SPECIAL PROVISIONS, AND AS DIRECTED BY THE ENGINEER.
6.) ALL TRAFFIC CONTROL DEVICES, INCLUDING 36" CONES, OVERSIZED CONES, PORTABLE fe—o —l f—= 2) ONLY THOSE TYPE I BARRICADES INCLUDED ON THE "APPROVED PRODUCTS LIST
PLASTIC DRUMS, TYPE Il BARRICADES, PORTABLE SIGN SUPPORTS, SIGN SUBSTRATUMS, = — 8" PANEL —— —_— FOR TRAFFIC CONTROL DEVICES IN WORK ZONES” ARE CONSIDERED ACCEPTABLE.
TRUCK MOUNTED ATTENUATORS, BREAKAWAY SYSTEMS FOR GROUND MOUNTED SIGN -I‘- L4 B__ (24 _ 2 PANEL TYPE Il BARRICADES NOT LISTED ON THE APPROVED PRODUCTS LIST ARE PROHIBITED.
SUPPORTS, ETC., SHALL COMPLY WITH ALL NCHRP REPORT 350 REQUIREMENTS AND 408" 45" 408 45" T ALL TYPE Il BARRICADES UTILIZED FOR CONTRACT WORK SHALL HAVE A MINIMUM : <t
SHALL BE APPROVED BY THE DEPARTMENT. ALL APPROVED TRAFFIC CONTROL ] D4 8 PANEL ] 224 — 8 PANEL WIDTH OF 3 FEET. WDTHS LESS THAN 3 FEET ARE UNACCEPTABLE FOR CONTRACT (@) o
DEVICES ARE INCLUDED ON THE "APPROVED PRODUCTS LIST FOR TRAFFIC CONTROL A A WORK. o C ™ o
DEVICES IN WORK ZONES”. THIS LIST MAY BE ACCESSED ON THE DEPARTMENT'S , , 3.) CONSTRUCT ALL GROUND MOUNTED TYPE Il BARRICADES OF 1” x 8” PLYWOOD OR o &R
WEB SITE AT:  www.dot.state.sc.us . (OPEN HEICHT g, (OPEN HEIGHT 8. PLASTIC PANELS MOUNTED ON 3 PPF U-CHANNEL POSTS. INSTALL EACH POST WITH = )
7.) SPECIAL SIGN MOUNTING ASSEMBLIES MAY BE NECESSARY IN AREAS OF CONCRETE per MARO A TRER) : per MNP RER) : AN APPROVED BREAKAWAY SYSTEM LISTED ON THE "APPROVED PRODUCTS LIST FOR - (?) e
MEDIAN BARRIER, BRIDGE PARAPET WALLS, OR DOUBLE FACED GUARDRAIL AND SHALL . , -
BE PROVIDED BY THE CONTRACTOR. 4.) ONLY THOSE TYPE Il BARRICADES INCLUDED ON THE "APPROVED PRODUCTS LIST C _c 8
FOR TRAFFIC CONTROL DEVICES IN WORK ZONES” ARE CONSIDERED ACCEPTABLE.
8) REFLECTORIZE ALL TRAFFIC CONTROL DEVICES WITH A TYPE Il HIGH INTENSITY TYPE I BARRICADE TYPE Il BARRICADES NOT LISTED ON THE APPROVED PRODUCTS LIST ARE PROHIBITED. o = L
RETRO—REFLECTIVE SHEETING UNLESS OTHERWISE DIRECTED BY THE DEPARTMENT. TYPE Il BARRICADES WILL BE EITHER GROUND MOUNTED OR MOUNTED ON PORTABLE o0 Q A
9.) 36" CONES ARE THE PRIMARY TRAFFIC CONTROL DEVICES FOR DAYTIME SHOULDER GROUND MOUNTED BASE STANDS. E — S 3
CLOSURES.  PORTABLE PLASTIC DRUMS ARE THE PRIMARY TRAFFIC CONTROL DEVICES EARTH SHOULDER 5) SIMILARITY BETWEEN THE ILLUSTRATIONS SHOWN AND ANY APPROVED DEVICE OR Q « % i
FOR NIGHTTIME SHOULDER CLOSURES. OVERSIZED CONES MAY BE SUBSTITUTED FOR SYSTEM IS COINCIDENTAL AND IS NOT INTENDED AS EITHER A RECOMMENDATION OR c ]
THE 36" CONES DURING DAYTIME SHOULDER CLOSURES ONLY. OVERSIZED CONES ARE ENDORSEMENT OF A SPECIFIC DEVICE OR DESIGN. O) o) (‘-}1) (o)) >S5
PROHIBITED FOR USE DURING NIGHTTIME SHOULDER CLOSURES. 6.) THIS TYPICAL TRAFFIC CONTROL STANDARD DRAWING APPLIES TO ALL CONTRACT WORK O <« = <
10.) THE 36" CONES USED DURING DAYLIGHT HOURS ARE NOT REQUIRED TO BE LET TO CONTRACT AFTER OCTOBER 1, 2000.  THIS DRAWING ALSO APPLIES TO ALL ® n O
REFLECTORIZED.  HOWEVER, IF THIS TRAFFIC CONTROL SETUP EXTENDS INTO THE NON—CONTRACT WORK CONDUCTED AFTER OCTOBER 1, 2000. cC 8 Q@ O
NIGHTTIME HOURS,  REPLACE ALL CONES WITH PORTABLE PLASTIC DRUMS.  ALL DRUMS s < & o
SHALL BE REFLECTORIZED WITH TYPE Il HIGH INTENSITY RETRO—REFLECTIVE SHEETING ® 3 O 8 =
UNLESS OTHERWISE DIRECTED BY THE DEPARTMENT. TYP‘ C A L >< >< \/ - S
41.) THE DEPARTMENT PROHIBITS CONDUCTING WORK WITHIN 1 OF THE NEAR EDGE OF THE PORTABLE TRUCK MOUNTED ATTENUATOR E E oy =~ &
ADJACENT TRAVEL LANE UNDER A SHOULDER CLOSURE. ALL WORK THAT MAY REQUIRE 1.) THE PORTABLE ATTENUATOR SHALL BE TRUCK MOUNTED. THE TRUCK SHALL 8 Ie) “'E ©
HAVE A GROSS WEIGHT OF NO LESS THAN 15,000 LBS. (ACTUAL VEHICLE > L7 AN ~— . TR AFP‘ C C ON TR QL 0]
THE NEAR EDGE OF THE ADJACENT TRAVEL LANE SHALL BE CONDUCTED UNDER A : WEIGHT). IF THE ADDITION OF SUPPLEMENTAL WEIGHT T((] THE VFHICLE AS HIIIIIIIII7I /7SS S IS LS L7777 ANNNNNNNNNNNNNNNNNNY SSSSSSRSS w ‘9 Qo_ 9/ 8
TANEPREGBNBE. OF EQUIPMENT, PERSONNEL, MATERIALS, OR ANY VEHICLES WITHIN 1° OF * BALLAST IS NECESSARY, ONLY DRY LOOSE SAND MAY BE UTILIZED AS A (NO SCALE) :
CASE I:  WHENEVER ANY PORTION OF THE SHOULDER AREA WITHIN 15 BUT NOT @#HLAEJL R’EELU‘ESGEQ%EOERNEﬁRgogENggBTAEENUATORS SHALL COMPLY 4” MAXIMUM STUB o))
CLOSER THAN 1°  OF THE NEAR EDGE OF THE ADJACENT TRAVEL LANE MUST : HEIGHT
BE QCCUPIED BY EQUIPMENT,  PERSONNEL, MATERIALS, OR ANY VEHICLES TO 2.) LOCATE THE PORTABLE TRUCK MOUNTED ATTENUATOR 100 FEET IN ADVANCE s o =
CONDUCT THE WORK, INSTALL AND MAINTAIN THE SIGNING AND TRAFFIC OF THE WORK AS ILLUSTRATED UNLESS OTHERWISE SPECIFIED. l (MEASURE STUB HEIGHT S— 9O =
CONTROL DEVICES AS ILLUSTRATED. 3.) PROVIDE, INSTALL, AND MAINTAIN THE PORTABLE TRUCK MOUNTED ATTENUATOR FROMANLQ%RCUSN\% oF o) =
: : AS SPECIFIED BY SUB—SECTIONS 602.58 THROUGH 602.63 OF THE STANDARD TYPE Il BARRICADE o
CASE Il: _ WHENEVER THE WORK IS CONDUCTED BEYOND 15 BUT WITHIN 30’ OF THE SPECIFICATIONS. cC =<
THE NEAR EDGE OF THE ADJACENT TRAVEL LANE, INCLUDING THE PRESENCE . =
OF EQUIPMENT, PERSONNEL, MATERIALS, OR ANY VEHICLES, INSTALL AND GROUND MOUNTED e g
MAINTAIN THE SIGNING AND TRAFFIC CONTROL DEVICES AS ILLUSTRATED.
12.) PLACE THE TRUCK MOUNTED ATTENUATOR NO CLOSER THAN 1° FROM THE NEAR ADVANCE WARNING ARROW PANEL CURB & GUTTER 8 i
EDGE OF THE ADJACENT TRAVEL LANE. ALL ADVANCE WARNING ARROW PANELS SHALL BE 48" x 96" WITH A MINIMUM e
43.) THE CONTRACTOR SHALL CONDUCT THE WORK IN SUCH A MANNER SO AS NOT TO LEGIBILITY DISTANCE OF 1 MILE. _THE ADVANCE WARNING ARROW PANEL l_ |
ENCROACH WITHIN 1" OF THE NEAR EDGE OF THE ADJACENT TRAVEL LANE. _ THE WORK PLACEMENT MAY REQUIRE ADJUSTMENTS DUE "TO HORIZONTAL AND /OR a8
SHALL INCLUDE THE PRESENCE OF EQUIPMENT, PERSONNEL, MATERIALS, OR ANY VERTICAL ALIGNMENT OR OTHER SIGHT DISTANCE RESTRICTIONS. THE PANEL o] =
VEHICLES.  THE CONTRACTOR SHALL PLACE, MAINTAIN, AND ADJUST THE TRAFFIC FACE SHALL BE NONREFLECTIVE BLACK. ALL ADVANCE WARNING ARROW x
CONTROL DEVICES AS NECESSARY. PANELS SHALL COMPLY WITH THE REQUIREMENTS AS SPECIFIED BY SUB— ) =]
14.) COORDINATE THE TAPER PLACEMENT FOR A CASE | SCENARIO IN THE RIGHT SECTIONS 602.02 THROUGH 602.06 OF THE STANDARD SPECIFICATIONS. — -
SHOULDER AREA WITH THE WIDTH OF THE SHOULDER. A 250° TAPER LENGTH _ o a
IS THE REQUIRED TAPER DISTANCE FOR THESE TAPERS PLACED IN THE RIGHT G =5
SHOULDER AREA. (@) a
15.) IF WORK IS BEING CONDUCTED AT TWO DIFFERENT LOCATIONS AT THE SAME TIME, STANDARD DRAWIN 4" MAXIMUM STUB < a
THE TWO LOCATIONS SHALL BE SEPARATED BY NO LESS THAN 1 MILE FROM THE DRAWING NO. 605—8 HEICHT
END OF THE FIRST SHOULDER CLOSURE TO THE BEGINNING OF THE TAPER OF THE (MEASURE STUB HEIGHT
SECOND SHOULDER CLOSURE.
16.) THE DEPARTMENT RESERVES THE RIGHT TO RESTRICT CONSTRUCTION OPERATIONS SHOU LDER, CLOSURE FROMAEQW‘%%USN‘% OF STANDARD DRAWING
AND/OR WITHHOLD THE MONTHLY ESTIMATE IF THE TRAFFIC CONTROL IS NOT NON—=INTERSTATE STANDARDS
PROPERLY INSTALLED AND MAINTAINED AS DIRECTED BY THE STANDARD DRAWING NO. 605—25 DRAWING NUMBER
SPECIFICATIONS, THE SPECIAL PROVISIONS, THE STANDARD DRAWINGS, THE PLANS,
AND THE ENGINEER. EFFECTIVE LETTING DATE I MAY, 2004 TYPE |l BARRICADES &
17.) THE TYPICAL TRAFFIC CONTROL SETUP FOR SHOULDER CLOSURES ILLUSTRATED ON
THIS STANDARD DRAWING SHALL APPLY TO CLOSURES OF THE RIGHT SHOULDER GROUND_MOUNTED TYPE Il C1 4
AREAS OF PRIMARY AND SECONDARY ROADWAYS. BARRICADES
EFFECTIVE LETTING DATE | MAY, 2004 SHEET OF
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